
SL-The Sliding style Overhead Beam Crane  is a compact multi -stage telescoping crane. It is designed to 
work independently as an aft tender garage crane, or to work in synchronized matched pairs to launch 
large tenders from a tender garage. The primary material of construction is aluminum to reduce the   
potential for corrosion and system weight. These cranes are available in a series of section heights: B7, 
B10, B12, B14, B18 {6.75ó ð 17.75ó / 172mm ð 450mm} The SWL Capacities of these cranes range from 
1,100lb (500kg) to over 20,000-Lbs (9,070kgs). These compact designs permit the crane structure to nest 

into the vesselõs overhead and live within the confines of the tender garage space.  

 

Tender Garage Cranes 
SL-Sliding Hydraulic Style 

 
 

2,500lb (1,134kg) to 20,000lb (9,070kg)  
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SL-Sliding Hydraulic Style 
Telescopic 

 

SLñDEX Sliding Hydraulic Style 
Double Telescopic 

 

SLñDEX Sliding Hydraulic Style 
Triple - Telescopic 

 

SLñEXTR Sliding Hydraulic Style 
Trolly  
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 LENGTH WIDTH HEIGHT 

  "A"  Travel  "B" OA Reach  "C"  Closed  "D" OAW "E" OAH 

20970 DEX 3302.00 130.00 3416.30 134.50 3403.60 134.00 1038.35 40.88 317.50 12.50 

20971 DEX 3733.80 147.00 5956.30 234.50 2311.40 91.00 812.80 32.00 304.80 12.00 

20977 DEX 3810.00 150.00 3416.30 134.50 2260.60 89.00 952.50 37.50 317.50 12.50 

20976 DEX 3810.00 150.00 3416.30 134.50 2260.60 89.00 952.50 37.50 317.50 12.50 

17387 DEX 4368.80 172.00 3175.00 125.00 2362.20 93.00 635.00 25.00 177.80 7.00 


